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40 CFR Ch. I (7–1–06 Edition) § 63.7980 

[68 FR 58190, Oct. 8, 2003, as amended at 71 FR 
20468, Apr. 20, 2006] 

Subpart HHHHH—National Emis-
sion Standards for Hazardous 
Air Pollutants: Miscellaneous 
Coating Manufacturing 

SOURCE: 68 FR 69185, Dec. 11, 2003, unless 
otherwise noted. 

WHAT THIS SUBPART COVERS 

§ 63.7980 What is the purpose of this 
subpart? 

This subpart establishes national 
emission standards for hazardous air 
pollutants (NESHAP) for miscellaneous 
coating manufacturing. This subpart 
also establishes requirements to dem-
onstrate initial and continuous compli-
ance with the emission limits, oper-
ating limits, and work practice stand-
ards. 

§ 63.7985 Am I subject to the require-
ments in this subpart? 

(a) You are subject to the require-
ments in this subpart if you own or op-
erate miscellaneous coating manufac-
turing operations, as defined in para-
graph (b) of this section, that meet the 
conditions specified in paragraphs 
(a)(1) through (4) of this section. 

(1) Are located at or are part of a 
major source of hazardous air pollut-
ants (HAP) emissions, as defined in sec-
tion 112(a) of the Clean Air Act (CAA). 

(2) Manufacture coatings as defined 
in § 63.8105. 

(3) Process, use, or produce HAP. 
(4) Are not part of an affected source 

under another subpart of this part 63. 
(b) Miscellaneous coating manufac-

turing operations include the 
facilitywide collection of equipment 
described in paragraphs (b)(1) through 
(4) of this section that is used to manu-
facture coatings as defined in § 63.8105. 
Miscellaneous coating manufacturing 
operations also include cleaning oper-
ations. 

(1) Process vessels. 
(2) Storage tanks for feedstocks and 

products. 
(3) Components such as pumps, com-

pressors, agitators, pressure relief de-
vices, sampling connection systems, 

open-ended valves or lines, valves, con-
nectors, and instrumentation systems. 

(4) Wastewater tanks and transfer 
racks. 

(c) If the predominant use of a trans-
fer rack loading arm or storage tank 
(including storage tanks in series) is 
associated with miscellaneous coating 
manufacturing, and the loading arm or 
storage tank is not part of an affected 
source under a subpart of this part 63, 
then you must assign the loading arm 
or storage tank to the miscellaneous 
coating manufacturing operations. If 
the predominant use cannot be deter-
mined, and the loading arm or storage 
tank is not part of an affected source 
under a subpart of this part 63, then 
you must assign the loading arm or 
storage tank to the miscellaneous 
coating manufacturing operations. If 
the use varies from year to year, then 
you must base the determination on 
the utilization that occurred during 
the year preceding December 11, 2003 
or, if the loading arm or storage tank 
was not in operation during that year, 
you must base the use on the expected 
use for the first 5-year period after 
startup. You must include the deter-
mination in the notification of compli-
ance status report specified in 
§ 63.8075(d). You must redetermine the 
predominant use at least once every 5 
years after the compliance date. 

(d) The requirements for miscella-
neous coatings manufacturing sources 
in this subpart do not apply to oper-
ations described in paragraphs (d)(1) 
through (4) of this section. 

(1) Research and development facili-
ties, as defined in section 112(c)(7) of 
the CAA. 

(2) The affiliated operations located 
at an affected source under subparts 
GG (National Emission Standards for 
Aerospace Manufacturing and Rework 
Facilities), KK (National Emission 
Standards for the Printing and Pub-
lishing Industry), JJJJ (NESHAP: 
Paper and Other Web Coating), future 
MMMM (National Emission Standards 
for Miscellaneous Metal Parts and 
Products Surface Coating Operations) 
and SSSS (NESHAP: Surface Coating 
of Metal Coil) of 40 CFR part 63. Affili-
ated operations include, but are not 
limited to, mixing or dissolving of 
coating ingredients; coating mixing for 
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viscosity adjustment, color tint or ad-
ditive blending, or pH adjustment; 
cleaning of coating lines and coating 
line parts; handling and storage of 
coatings and solvent; and conveyance 
and treatment of wastewater. 

(3) Ancillary equipment such as boil-
ers and incinerators (only those not 
used to comply with the emission lim-
its in Tables 1 through 5 to this sub-
part), chillers and refrigeration sys-
tems, and other equipment that is not 
directly involved in the manufacturing 
of a coating (i.e., it operates as a closed 
system, and materials are not com-
bined with materials used to manufac-
ture the coating). 

(4) Quality assurance/quality control 
laboratories. 

§ 63.7990 What parts of my plant does 
this subpart cover? 

(a) This subpart applies to each mis-
cellaneous coating manufacturing af-
fected source as defined in § 63.7985(a). 

(b) The miscellaneous coating manu-
facturing affected source is the mis-
cellaneous coating manufacturing op-
erations as defined in § 63.7985(b). 

(c) An affected source is a new af-
fected source if you commenced con-
struction or reconstruction after April 
4, 2002, and you met the applicability 
criteria at the time you commenced 
construction or reconstruction. 

COMPLIANCE DATES 

§ 63.7995 When do I have to comply 
with this subpart? 

(a) If you have a new affected source, 
you must comply with this subpart ac-
cording to the requirements in para-
graphs (a)(1) and (2) of this section. 

(1) If you start up your new affected 
source before December 11, 2003, then 
you must comply with the require-
ments for new sources in this subpart 
no later than December 11, 2003. 

(2) If you start up your new affected 
source after December 11, 2003, then 
you must comply with the require-
ments for new sources in this subpart 
upon startup of your affected source. 

(b) If you have an existing affected 
source on December 11, 2003, then you 
must comply with the requirements for 
existing sources in this subpart no 
later than December 11, 2006. 

(c) [Reserved] 
(d) You must meet the notification 

requirements in § 63.8070 according to 
the schedule in § 63.8070 and in 40 CFR 
part 63, subpart A. Some of the notifi-
cations must be submitted before you 
are required to comply with the emis-
sion limits, operating limits, and work 
practice standards in this subpart. 

[68 FR 69185, Dec. 11, 2003; 68 FR 75033, Dec. 
29, 2003, as amended at 70 FR 25681, May 13, 
2005] 

EMISSION LIMITS, WORK PRACTICE 
STANDARDS, AND COMPLIANCE RE-
QUIREMENTS 

§ 63.8000 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emission limits and work practice 
standards in Tables 1 through 5 to this 
subpart at all times, except during pe-
riods of startup, shutdown, and mal-
function. You must meet the require-
ments specified in paragraphs (b) and 
(c) of this section. You must meet the 
requirements specified in §§ 63.8005 
through 63.8025 (or the alternative 
means of compliance in § 63.8050), ex-
cept as specified in paragraph (d) of 
this section. You must meet the notifi-
cation, reporting, and recordkeeping 
requirements specified in §§ 63.8070, 
63.8075, and 63.8080. 

(b) General requirements. (1) If an 
emission stream contains halogen 
atoms, and you use a combustion-based 
control device (excluding a flare) to 
meet an organic HAP emission limit, 
you must determine whether the emis-
sion stream meets the definition of a 
halogenated stream by calculating the 
concentration of each organic com-
pound that contains halogen atoms 
using the procedures specified in 
§ 63.115(d)(2)(v), multiplying each con-
centration by the number of halogen 
atoms in the organic compound, and 
summing the resulting halogen atom 
concentrations for all of the organic 
compounds in the emission stream. Al-
ternatively, you may elect to designate 
the emission stream as halogenated. 

(2) Opening of a safety device, as de-
fined in § 63.8105, is allowed at any time 
conditions require it to avoid unsafe 
conditions. 
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